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EET 264 – PC Troubleshooting and Repair

Disk Drives

	VIDEO
	AUDIO

	Quick-cutting sequence that ends with “Disk Drives.”

MS of hand holding a floppy disk labeled 1.4 megabytes.  Camera follows floppy as hand drops it into a mini trash can.

Camera tilts back up to reveal the hand holding a CD labeled 600-800 megabytes.

Quick-cutting sequence that ends with MS of hand installing floppy drive.

DISSOLVE TO

CU of screws holding floppy drive in place.

Quick-cutting sequence that ends with MS of hand hooking up the floppy drive ribbon cable.

DISSOLVE TO

CU of hand hooking up floppy drive power cable.

DISSOLVE TO

CU of hand rising into the shot holding a CD-ROM drive.

Quick-cutting sequence that ends with black screen with fading white dot in the center (to simulate a monitor or TV going to black)
	V.O- Floppy disks, or 3.5” flex disks as they 

are sometimes called, are a dying breed. They 

provide a limited amount of temporary 

storage space – about 1.4 megabytes.  By 

comparison, A CD-ROM disk holds 

600-800 Megabytes of data.) Still, many 

people use floppy disks, so you may find 

yourself installing a floppy drive at some 

point.

The floppy drive installs into the front of the 

case, usually in one of the lower bays. Slide it 

into the bay until it snaps into place. 

Depending on your case, you may have to use 

screws to hold your drive into place.

When the floppy drive is secured in the bay, 

install the ribbon cable that connects the 

floppy drive to the motherboard. Then 

connect the small, power connector that goes 

from the power supply to the floppy disk 

drive.

We’re almost done.  In the final segment, 

we’ll install the CD-ROM drive.

END SEGMENT


